
CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Single row Double row

4.20

3
.2

5.62.54

Ø0.60

5
.0

8

4.20

5.6

3
.2

N*2.54±0.5

2
.5

4

2.54±0.1

7.00

3
.2

8.3

Ø0.60

2.54±0.1

2
.5

4

N*2.54±0.57.00

5
.0

8
3

.2

8.32.54

Ø0.60

2
.5

4

8.6

Ø0.60

4
.1

0

5
.0

8

6
.6

4

Ø0.60

8.6

N/2*2.54±0.5

2
.5

4

Ø0.60

SMT type

R/A type

7.00
7.00

2.54±0.1

2
.5

4

N/2*2.54±0.5

R1 type

R2 type

NOTES:

No.of contacts
1x1 to 1x40

Pin plating option

Clip plating option

1. Electrical:
1.1 Current rating:3A max.
1.2 Contact resistance:20mΩ max.
1.3 Insulation resistance:1000MΩ min at V=100V.
1.4 Operaing voltage:60V AC/DC.

2. Product number code:

3: G/F
4: Gold 3u''

1: Tin 150u''

2: Tin 200u''

2x2 to 2x40

5: Gold 10u''
6: Gold 15u''

3: G/F
4: Gold 3u''

1: Tin 150u''

2: Tin 200u''

5: Gold 10u''
6: Gold 15u''

 Profile height
420:  4.20mm

Mounting type 
R: R/A type 
S: SMT type

700:  7.00mm

 Packing type
R: Tape on reel
B: Tube

Bend type(For single row SMT only)
A: R1
B: R2
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