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USB 2.0 B TYPE
FEMALE R/A DIP TYPE

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Recommend PCB layout
Tolerance:±0.05 3. PRODUCT NUMBER CODE:

Shell plating:
N: Nickel

Color of housing:

Contact plating:
0: Selective Gold Flash

6: Tin

03: Selective Gold 3u"
30: Selective Gold 30u"

1.1 Insulator resistance: 100MΩ min. at 100V DC.

1.2 Current rating: 1.8A for VBUS pin and its coresponding 

1.3 Voltage rating: 30V AC/DC.

1. Specifications:
NOTES:

1.0 Contact resistance: 30mΩ(max.) Initial for VBUS and GND

1.4 Dielectric strength: AC 100V for 1 Minute.

GND pin. 0.25A (MIN.) for all other contacts

Contacts. 50mΩ(max.) Initial for all other contacts.

1.5 Operating temperature: -40°C ~ +85°C.       

W: White
B: Black

2.0 Housing: Thermoplastic (UL 94-0).

2. Materials:

2.2 Shell: Copper alloy.
2.1 Contact: Copper alloy
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USB 2.0 B TYPE
FEMALE R/A DIP TYPE

CONNFLY ELECTRONIC CO. LTD
晨 翔 电 子 有 限 公 司

Recommend PCB layout
Tolerance:±0.05 3. PRODUCT NUMBER CODE:

Shell plating:
N: Nickel

Color of housing:

Contact plating:
0: Selective Gold Flash

6: Tin

03: Selective Gold 3u"
30: Selective Gold 30u"

1.1 Insulator resistance: 100MΩ min. at 100V DC.

1.2 Current rating: 1.8A for VBUS pin and its coresponding 

1.3 Voltage rating: 30V AC/DC.

1. Specifications:
NOTES:

1.0 Contact resistance: 30mΩ(max.) Initial for VBUS and GND

1.4 Dielectric strength: AC 100V for 1 Minute.

GND pin. 0.25A (MIN.) for all other contacts

Contacts. 50mΩ(max.) Initial for all other contacts.

1.5 Operating temperature: -40°C ~ +85°C.       

W: White
B: Black

2.0 Housing: Thermoplastic (UL 94-0).

2. Materials:

2.2 Shell: Steel.
2.1 Contact: Copper alloy

Material of shell
Fe: Steel
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