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2.4. Dielectric withstanding voltage: AC 500V Per minute.

2.1. Tempeature range: -20~+80°C.

2.Specifications

1.1. Insulator: thermoplastic

3.Product number code:

Notes:

1.Materials

2.2. Contact resistance: 100mΩ max.
2.3. Insulation resistance: 1000MΩ min.

DIM L:

0080: 80mm
0180:180mm
......

Cover Support:
S: W/ Cover

Wire Range:

24: 24 AWG.

Wire Type:
C: Crimp Type

No. of Position
01,04

1.2. Pin: Copper Alloy.

Connector Type:Female Type

Male Type

Female+Male Type

L±10

Contact Plating:

F: Female
M: Male
X: Female+Male

6: Tin
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COLOR OF WIRE

B: Black  W: White  G: Green
P: Purple  L: Blue  R: Red
A: Gray  Y: Yellow  N: Brown
E: Orange  M: Multi Color

PACKING TYPE
25-10: 25pcs/bundle,
          10 bundle/pe bag (FOR 4P)

BOM List Of Multi Color (Units :Bundle)

Packing Type

25-10(FOR 4P)

Wire Color

Black,White,Green,Purple,Blue,Red,Gray,Yellow,Brown,Orange  (Random)

S: 100pcs/bundle,
    10 bundle/pe bag (FOR 1P)

S(FOR 1P) Black,White,Green,Purple,Blue,Red,Gray,Yellow,Brown,Orange (Random)
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