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De‘(’]t REV. DESCRIPTION DRAWN CHECKED APPROVED
1y A NEW RELEASE LJC 01/15/09’ N LJC 01/15/09’
! N=No. of contacts B | ADD PLATING LEVEL |JLZ 09/24/14’ N LIC 09/24/14
1 N*5.08+0.5 C MODIFY LXX 04/01/16’ | HZW 04/01/16’ | LIC 04/01/16’
! ‘ - D | DRAWING UPDATE JLZ 12/15/18’ v
1 Table A:
1 — NOTES:
Dimension P
1 /:U:\/j ,qﬁ\):\):\)j Type [ mensio Specifications:
1 _ @ B @ A s} 1. Contact resistance: 20mQ Max.
1 H E \‘\ \ M @ 1 ]11.94| 457 2. Insulation resistance: 1000MQ Min.
1 2 |13.21| 457 3. Dielectric withstanding voltage: 1000V AC(rms)
£ 3 | 6.00 | 3.00 for1 minut_e.
: 4. Current rating:7A.
4 5. Voltage rating:250V AC rms.
(N-l)*5.0810.3 ‘ 5 MGAtZrei;?serature: -40°C~+105°C.
5.08+0.1 01.14+40.05 - N 1. Contact material: Copper alloy.
E 2. Contact plating: Gold plating over nickel.
i 3. Insulator material: Thermoplastic,Black,UL94-V0.
ﬁ Product number code:
‘ i ! DS1021-06— X X X X — X
\\ \\ \\ \\ | |Tr| | ”I ,7|_|_|| | |'—|_| L Plating level(For gold only)
‘ S ™ ‘ 3A: Level 3A
/ / | N :4?(. | B: Level B
DIM A & B type
1: Typel
(N-1)*5.08 \ 2: Type 2
5.08 D or -A* *-B* *

-
(AR R

Recommend PCB layout
(Tolerance:+0.05)

Contact plating
F1: Full gold flash
6: Full tin

Mounting type
S: Straight type

No. of contacts

1x2 ~ 1x20
GENERAL TOLERANCE| ANGLE TOLERANCE [PROJECTION | @£ [TITLE DIN HEADER PITCH 5.08mm
X. +0.60 X. +5° UNITS mm VIT TYPE
X 40.38 X +3 SHEET SIZE SERIES [ DS1021—06 SERIES
XX +0.25 XX 2
DRAWING TYPE |[CUSTOMER < : ﬂ} EE; % %‘ BE j
i SCALE 1:1 [SHEET [1 OF 1
Series Image-Reference Onl
( ° Y DRAWING NO. |C-DS1021-06-xxxx—x—c | COMNMNFLY
2 l 3 4 | 5 6 7 8



Administrator
新建图章


